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ABOUT US

For over six years, Joint Seal Waterproofing has been providing 

a variety of concrete repairs and waterproofing in Toronto, the GTA 

and the surrounding areas. We specialize in patching, crack repair, 

expansion joint injection and ledge beam waterproofing. 

High-strength concrete adhesives allow us to do thin patch 

applications, making it possible to repair walls and ceilings.



Extensive Demolition

A 2-inch demolition is required under 

traditional concrete patching methods.

Low Adhesion

Low adhesion between new and old 
concrete leads to further cracking.

Water Permeation

Lack of proper adhesion allows water 
to continue permeating – concrete surfaces 
will leak again.



TRADITIONAL REPAIRS



Thin Patch Applications

Patches as thin as 5 mm can be done 

thanks to specialized materials.

Monolithic Adhesion

Polyforce’s 1.8 MPa adhesion fully restores 

concrete’s load-carrying capacity.

Permanent Waterproofing

Our materials have been rated to MTO standards 

to last 25 years.



JOINT SEAL PATCHING METHODS

PERMANENT WATERPROOFING

Our specialized methods and materials ensure permanent waterproofing. 

Concrete surfaces are fully restored. 

COST SAVINGS: 

Since only minimal demolition is 

required, repairs take less time and 

require less extensive closures.

THIN PATCH APPLICATIONS:

Specialized industrial-strength 

adhesives and polymer cement 

allow for thin patches to be applied. 



Wall Patching

Efficient repairs with specialized materials.

Ceiling Patching

Made possible through thin patch applications.

No Forming

Our specialized materials do not require forming.
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JOINT SEAL REPAIR METHODS

Efficient ceiling patching is not possible with traditional methods – it takes longer, 

since it requires forming, and is not durable. 

Ceiling and wall patching is done, without the use of forming, thanks to our 

specialized materials that provide monolithic 1.8 MPa adhesion.



Restored Loading Capacity

Monolithic adhesion fully restores concrete’s 
load-carrying capacity.

Permanent Waterproofing

Our materials have been rated to MTO standards 
to last 25 years.

Monolithic Adhesion

Polyforce’s 1.8 MPa adhesion fuses new 
and old concrete.



NEW CONCRETE BLOCK

JOINT SEAL CRACK REPAIR METHODS

Even new concrete will crack if more than 1.2 MPa tensile strength is applied.

Our product’s 1.8 MPa monolithic adhesion strength ensures full restoration.



Membrane Replacement

The membrane must be replaced to ensure 
no cracks that cause leaking are remaining.

Costly Repair

Highly-invasive repairs carry a significant cost.

Extensive Excavation

The entire podium roof of a garage must be 
excavated to remove the waterproofing membrane.



TRADITIONAL REPAIRS



No Extensive Closures

Injection ports are drilled – even through 
ledge beams – enabling injections from the 
negative side.

Permanent Waterproofing

Our PolyFlex waterproofing material has been rated 
at 15 years of lifespan.

No Excavation

All cracks in the membrane area sealed with 
the material injected from the inside. 



JOINT SEAL EXPANSION JOINT INJECTION



PHONE: (647)-479-4069

INFO@JOINTSEALWATERPROOFING.COM

10 PLASTICS AVE. TORONTO, ONTARIO, M8 4B7 

WWW.JOINTSEALWATERPROOFING.COM




