
BALCONY
WATERPROOFING & REPAIRS



ABOUT

US

For over six years, Joint Seal Waterproofing has been providing all types of 

balcony repairs and waterproofing in Toronto, the GTA and the surrounding 

areas. We specialize in patching, crack repair, balcony slope reversal and 

decorative finish. 

High-strength concrete adhesives allow us to do thin patch applications, 

making it possible to repair even balcony ceiling surfaces and edges.



WATERPROOFING

PROFFESIONALS

Crack Repair & Patching

Can prevent balcony slab recasting.

Slope Reversal

Restores the original balcony slab slope.

Decorative Finish & Railings

For durable waterproofing and a renewed look.



DURABLE RESULTS

Our specialized methods and materials ensure long-lasting balcony repairs and 

waterproofing. 

MONOLITHIC ADHESION

Monolithic adhesion is made possible thanks to Polyforce’s 1.8 MPa adhesion. 

Since it is greater than concrete tensile strength of 1.2 MPa, the patch becomes 

monolithic, fully restoring concrete’s load-carrying capacity.

MONOLITHIC

ADHESION



TRADITIONAL METHODS

Two slabs of concrete cannot be fused together when there is a crack. 

COST-EFFECTIVE METHODS

Crack repair can avoid extensive balcony repair in the future. 

FULL RESTORATION

Our specialized materials make complete concrete repair and restoration possible. 

It works both on single defined and multiple cracks.

BALCONY

CRACK REPAIR



TRADITIONAL METHODS

Patching a ceiling is not possible: new concrete will fall out due to the lack of 

adhesion between the patch and the surface of the balcony slab. 

The slab will have to be demolished and recast.

CEILING PATCHING MADE POSSIBLE

Monolithic adhesion and polymer cement allow for ceiling patching.

Balcony geometry is fully restored – patching can be done around the edges, 

making the job much more cost-effective and faster.

BALCONY

PATCHING



INVERTED SLOPE

In some cases, the balcony slope becomes either flat or inverted towards the unit.

TRADITIONAL METHODS

Balcony slope reversal is not possible without thin patching. Traditionally, 

a patch requires a minimum of a two-inch demolition in the affected area.

SLOPE REVERSAL

Balcony slope must be reversed to prevent water damage inside the unit.

Polymer cement and our specialized adhesive allow for thin patch applications 

(between 0.25 and 0.01 inches).

BALCONY

SLOPE REVERSAL



DURABLE WATERPROOFING

The final decorative protective layer prolongs the useful life of all repairs 

and waterproofing.

THREE-IN-ONE REPAIRS

UV-resistant, non-slip paint ensures durable waterproofing and a safe, good-

looking surface.

BALCONY
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FINISH



BALCONY RAILINGS

The installation of new balcony railings is the final touch. We coordinate this work 

to ensure its quality.

PROCESS SUPERVISION

We coordinate each step of the process, after the customer chooses the design:

1. Taking of measurements

2. Railing production

3. Expert installation

RENEWED BALCONIES

Any balcony will be fully restored and waterproofed.

A complete service, ranging from crack repair, patching, and slope reversal to 

decorative protective finish and railings.
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RAILINGS







CONTACT

US

PHONE: (647)-479-4069

INFO@JOINTSEALWATERPROOFING.COM

10 PLASTICS AVE.
TORONTO, ONTARIO, M8Z 4B7

WWW.JOINTSEALWATERPROOFING.COM




